BLACK BEAUTY RACK
ASSEMBLY INSTRUCTIONS

48" #28705, 54" #28706, 64" #28707

-

O

IB

PAGE 1 of 4



BLACK BEAUTY RACK
ASSEMBLY INSTRUCTIONS

48" #28705, 54" #28706, 64" #28707
PARTS IN CARTON:
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1 - CHROME CROSS BAR
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4 - BLACK LEGS
4 - BOLTS &\
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4 - LOCK WASHERS

4 - WASHERS @
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4 - NUTS
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BLACK BEAUTY RACK
ASSEMBLY INSTRUCTIONS

48" #28705, 54" #28706, 64" #28707

STEP 1: : :
LOCATE (1) ONE BLACK LEG AND
(1) ONE CHROME CROSS BAR. 5 5

STEP 2: (SEE FIGURE 1)

LOCATE THE TOP AND BOTTOM HOLES IN THE
BLACK LEG. SLIDE THE OPEN END OF THE (2) TWO
BOLTS THROUGH THE TOP AND BOTTOM HOLES OF
(1) ONE BLACK LEG AND THEN THROUGH THE TOP
AND BOTTOM HOLE OF THE CHROME CROSS BAR.

NOTE: THE LEG SHOULD BE ANGLED AWAY FROM
THE CHROME CROSS BAR.

FIGURE 1

STEP 3:
LOCATE THE SECOND BLACK LEG AND 2 LOCK

WASHERS, 2 WASHERS AND 2 NUTS.

STEP 4: (SEE FIGURE 2)

FLIP OVER AND PLACE TOP AND BOTTOM BOLTS INTO
THE TOP AND BOTTOM HOLES OF THE BLACK LEG. m 0
SLIDE WASHERS ONTO TOP AND BOTTOM BOLT, THEN

ADD LOCK WASHERS, LASTLY SCREW ON NUTS TO
SECURE BOTH LEGS.

FIGURE 2
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BLACK BEAUTY RACK
ASSEMBLY INSTRUCTIONS

48" #28705, 54" #28706, 64" #28707

STEP 4:
REPEAT STEPS 2 THROUGH 4 FOR REMAINING SIDE.
TIGHTEN ALL BOLTS WITH WRENCH.

NOTE: MAKE SURE ALL
BOLTS ARE SECURED
TIGHTLY BEFORE HANGING
MERCHANDISE.
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